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Operating Priciple

부피 감소에 의한 압력 증가는 로터리 베인 동작 원리이다.

이 디자인은 압력, 진공 또는 이 둘의 조합에 대한 우수한 

서비스를 제공합니다.

실린 케이싱(1) 로터(2)의 위치는 실린더(3) 위 상단에 거의 

접촉 하도록 배치 되어 있다. 로터 블레이드 또는 베인(5)은

로터 홈(4) 안에 배치된다. 로터가 원심력에 의해 회전하면,

블레이드는 실린더 내부 표면에 미끄러져 블레이드 홈(4) 

밖으로 밀려 난다.

이러한 방식으로 구간(6)이 회전 하는 동안 끊임없이 변화

하는 부피의 두 블레이드 사이에 형성된다. 후방 블레이드

가 흡입구(8) 끝에 이를 때 공기는 인입구(7)의 구간으로 들

어가게 된다. 이 시점에서 구간(6)은 최대 풍량에 도달한다.

공간은 포트로부터 멀리 이동함에 따라 압축단(9)이 작아지

고, 공기가 압축되므로 압력이 상승하게 된다.

일부 모델은 최대 압력에 도달하면 토출 압력의 역류 방지

를 위하여 토출구(10)에 토출측 밸브(11)가 장착 된다.

오일은 토출구(10)와 토출측 밸브(11)를 통과 후 진공펌프를 

한번 더 통과 한다. 오일-가스 혼합물은 두 단계를 통해 가

스를 오일로부터 분리 후 오일 저장부(12)에 저장 한다. 대

부분의 오일은 가스로부터 기계적으로 분리 되며 오일 슬러

지 저장부(13)에 저장 된다.

잔류 되어 있는 오일 가스 혼합물은 아무리 작은 입자라도 

오일 필터 엘레먼트(14)를 통해 분리 된다. 분리된 오일은 

펌프의 오일 회로와 오일 흡입 파이프를 통해 인입 된다. 

분리 된 가스는 외부의 공기 배출구(15) 또는 다른 파이프를 

통해 배출된다.

1 	 케이싱 · Casing

2 	 로터 ·Rotor

3 	 실린더 · Cylinder

4 	 홈 · Slots

5 	 로터블레이드 · Rotor blade

6 	 구간 · Cell

7 	 인입구 · Inlet port

8 	 흡입구 · Suction port

9 	 압축단 · Pressure chamber

10 	토출구 · Outlet port

11 	토출측 밸브 · Outlet valves

12 	오일 저장부 · De-oiling chamber

13 	슬러지 저장부 · Sludge recipient

14 	오일 필터 엘레먼트 · Filter elements

15 	배기구 · Air outlet
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Vacuum Pump & application

우리의 오일 윤활 로터리 

베인 진공펌프 적용 범위

V-VGD, V-VCB, V-VCA, V-VCE,
V-VC AND V-VCS
우리의 오일 윤활 로터리 베인 진공펌프는 
다양한 산업군에 사용되어지고 있으며  
그 장점들은 아래와 같다. 

다양한 산업군 및 

어플리케이션에 

적용

환경문제에 부합하는 

엔지니어링

진공
펌프

각종
어플리케이션

긴 장비 수명

조용한 운전 

손쉬운 서비스 

고온증기 공차

비교적 긴 서비스 주기

다양한 산업군에 적용

산소공급관련 펌프에도 
적용가능

XD-버전은 증기내성이 
강화되었으며 용제에 대한 
내부식성또한 향상됨.

• 산소발생기
• 건조
• 먼지추출시스템

식음료 프로세싱
• 병과 충전 장비
• 절단장비
• 진공포장장비

일반산업용
• 건조시스템
• 먼지추출시스템
• 산업용 용해로
• 진공유지장비

포장산업
• 집중화된 진공 시스템
• 포장장비

유압식 컨베이어

목재산업
• 먼지추출시스템
• 진공유지장비
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50 Hz Selection diagram 60 Hz Selection diagram

150

100

75

50

150

100

75

50

Suction pressure in mbar (abs.) Suction pressure in mbar (abs.)

without gas ballast
with gas ballast

V-VC 50-B 75-B 100-B 150-B
m³/h 50 Hz 50 70 100 150

Nominal capacity 60 Hz 60 84 120 180
mbar (abs.) 0,1

Ultimate partial pressure
3~ 50 Hz 200 – 255 / 346 – 440 V ± 5  %

Motor version 60 Hz 200 – 277 / 346 – 480 V ± 5 %
kW 50 Hz 1,25 1,85 3,0 4,0

Motor rating 60 Hz 1,5 2,2 3,6 4,8
A 50 Hz 8,3 / 4,8 11,6 / 4,9 16,7 / 9,6 20,0 / 11,5

Current drawn 60 Hz 7,3 / 4,2 10,7 / 6,2 15,7 / 9,1 21,0 / 12.1
min-1

Speed
50 Hz 1450
60 Hz 1740

dB(A) 50 Hz 64 64 66 68
Average noise level DIN45635 60 Hz 67 68 69 71

kg 50 Hz 57 59 88 89
Maximum weight 60 Hz 57 59 90 98

l 3,0 3,0 3,0 3,5
Oil capacity

V-VC 50-B I 75-B I 100-B I 150-B

오일 윤활 로터리 베인 진공 펌프의 유량 범위

는 50에서 180m3/h 이며, 최대 도달 압력은 0.1 

mbar(abs.) 이다.

플랜지 모터, 사이드와 로터에 있는 베어링, 오

일/공기 열 교환. 미세 메쉬 필터, 진공체크 밸

브, 가스 밸러스트 밸브, 보호커버 및 오일 분리

기는 기본으로 장착된다. 로터, 하우징, 베인과 

같은 핵심 부품은 독일에서 제작 된다.

Oil flooded rotary vane vacuum pump with 

capacities ranging from 50 to 180m3/h and an 

ultimate vacuum of 0.1mbar (abs.).

Flange motor, bearings on both sides of the 

rotor, oil/air heat exchanger. Fitted as stand 

ard with fine mesh filter, vacuum non-return 

valve, gas ballast valve, protection cover and 

oil separator. Major components such as the 

rotor, housing,vane is made in Germany.
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50 Hz Selection diagram 60 Hz Selection diagram

150

100

75

50

150

100

75

50

Suction pressure in mbar (abs.) Suction pressure in mbar (abs.)

without gas ballast
with gas ballast

V-VC 50-B 75-B 100-B 150-B
m³/h 50 Hz 50 70 100 150

Nominal capacity 60 Hz 60 84 120 180
mbar (abs.) 0,1

Ultimate partial pressure
3~ 50 Hz 200 – 255 / 346 – 440 V ± 5  %

Motor version 60 Hz 200 – 277 / 346 – 480 V ± 5 %
kW 50 Hz 1,25 1,85 3,0 4,0

Motor rating 60 Hz 1,5 2,2 3,6 4,8
A 50 Hz 8,3 / 4,8 11,6 / 4,9 16,7 / 9,6 20,0 / 11,5

Current drawn 60 Hz 7,3 / 4,2 10,7 / 6,2 15,7 / 9,1 21,0 / 12.1
min-1

Speed
50 Hz 1450
60 Hz 1740

dB(A) 50 Hz 64 64 66 68
Average noise level DIN45635 60 Hz 67 68 69 71

kg 50 Hz 57 59 88 89
Maximum weight 60 Hz 57 59 90 98

l 3,0 3,0 3,0 3,5
Oil capacity
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V-VC

Accessories

V-VC 50-B 75-B 100-B 150-B
Vacuum tight dust separator Z

Z

FP 145 (06) 145 (06) 216 (06) 216 (06)

Vacuum tight suction filte 40 (53)40 (53)

Motor starter ZMS 160 / 100
60 Hz 100 / 63 100 / 63 100 / 63 160 / 100

Dimensions [mm]

A Vacuum connection

B Exhaust

E Cooling air inlet

F Cooling air outlet

V-VC 50-B 75-B 100-B 150-B H Oil filling point
a 50 Hz 585,5 639,5 707 707

60 Hz 585,5 639,5 724 724
a¹ 316,5 316,5 404 404
b 336 336 406 406
c 50 Hz - - 300 300

60 Hz - - 300 315
c¹ 267 267 297 297
d 113,5 113,5 141 141
f 287,5 287,5 360 360
f1 23,5 23,5 24 24
l 90,5 90,5 112 112
o 236 236 281 281
p 242 242 259 259
q 166,5 166,5 214 214
r 104,5 104,5 142 142
R G 1¼ G 1¼ G 1½ G 1½
R¹ Rp 1¼ Rp 1¼ Rp 2 Rp 2

I Oil check

K Oil drain point

L Oil separator element
VC 50 / 75 -> 3 elements

M Oil type plate

N Data plate

O Direction of rotation

U Gasballast Valve

* refers to suction conditions at inlet connection. Curves, table content (tolerance ±10 %)
according to PNEUROP standards and refer to vacuum pump at normal operating 
temperature. The dimensions a, p and ø w and/or the current drawn can differ. 
Water vapour tolerance, see leaflet I 200 (on request).

VF 32 (53) 32 (53)

50 Hz 100 / 63 100 / 63 100 / 63

V-VC

Accessories

V-VC 50-B 75-B 100-B 150-B
Vacuum tight dust separator Z

Z

FP 145 (06) 145 (06) 216 (06) 216 (06)

Vacuum tight suction filte 40 (53)40 (53)

Motor starter ZMS 160 / 100
60 Hz 100 / 63 100 / 63 100 / 63 160 / 100

Dimensions [mm]

A Vacuum connection

B Exhaust

E Cooling air inlet

F Cooling air outlet

V-VC 50-B 75-B 100-B 150-B H Oil filling point
a 50 Hz 585,5 639,5 707 707

60 Hz 585,5 639,5 724 724
a¹ 316,5 316,5 404 404
b 336 336 406 406
c 50 Hz - - 300 300

60 Hz - - 300 315
c¹ 267 267 297 297
d 113,5 113,5 141 141
f 287,5 287,5 360 360
f1 23,5 23,5 24 24
l 90,5 90,5 112 112
o 236 236 281 281
p 242 242 259 259
q 166,5 166,5 214 214
r 104,5 104,5 142 142
R G 1¼ G 1¼ G 1½ G 1½
R¹ Rp 1¼ Rp 1¼ Rp 2 Rp 2

I Oil check

K Oil drain point

L Oil separator element
VC 50 / 75 -> 3 elements

M Oil type plate

N Data plate

O Direction of rotation

U Gasballast Valve

* refers to suction conditions at inlet connection. Curves, table content (tolerance ±10 %)
according to PNEUROP standards and refer to vacuum pump at normal operating 
temperature. The dimensions a, p and ø w and/or the current drawn can differ. 
Water vapour tolerance, see leaflet I 200 (on request).

VF 32 (53) 32 (53)

50 Hz 100 / 63 100 / 63 100 / 63

V-VC

Accessories

V-VC 50-B 75-B 100-B 150-B
Vacuum tight dust separator Z

Z

FP 145 (06) 145 (06) 216 (06) 216 (06)

Vacuum tight suction filte 40 (53)40 (53)

Motor starter ZMS 160 / 100
60 Hz 100 / 63 100 / 63 100 / 63 160 / 100

Dimensions [mm]

A Vacuum connection

B Exhaust

E Cooling air inlet

F Cooling air outlet

V-VC 50-B 75-B 100-B 150-B H Oil filling point
a 50 Hz 585,5 639,5 707 707

60 Hz 585,5 639,5 724 724
a¹ 316,5 316,5 404 404
b 336 336 406 406
c 50 Hz - - 300 300

60 Hz - - 300 315
c¹ 267 267 297 297
d 113,5 113,5 141 141
f 287,5 287,5 360 360
f1 23,5 23,5 24 24
l 90,5 90,5 112 112
o 236 236 281 281
p 242 242 259 259
q 166,5 166,5 214 214
r 104,5 104,5 142 142
R G 1¼ G 1¼ G 1½ G 1½
R¹ Rp 1¼ Rp 1¼ Rp 2 Rp 2

I Oil check

K Oil drain point

L Oil separator element
VC 50 / 75 -> 3 elements

M Oil type plate

N Data plate

O Direction of rotation

U Gasballast Valve

* refers to suction conditions at inlet connection. Curves, table content (tolerance ±10 %)
according to PNEUROP standards and refer to vacuum pump at normal operating 
temperature. The dimensions a, p and ø w and/or the current drawn can differ. 
Water vapour tolerance, see leaflet I 200 (on request).

VF 32 (53) 32 (53)

50 Hz 100 / 63 100 / 63 100 / 63
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* 흡입구에서 흡입하는 조건이다. 곡선, 테이블 내용(허용 오차±10%)은 PNEUROP 표준을 기준으로 정

상 작동 온도조건에서 테스트 하였다. 우리는 기술 정보를 변경 할 수 있는 권리가 있다. 모터의 종류에 

따라 데이터 목록과 비교할 때 a, p와 ø 및/또는 현재 도면은 달라 질 수 있다. 수증기 공차는 리플렛 

I200을 참조하여 주시기 바랍니다. (별도 요청)
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50 Hz Selection diagram 60 Hz Selection diagram

303

202

303

202

Suction pressure in mbar (abs.) Suction pressure in mbar (abs.)

without gas ballast
with gas ballast

V-VC 202-B 303-B
m³/h 50 Hz 200 300

Nominal capacity 60 Hz 240 360
mbar (abs.) 0,1

Ultimate partial pressure
3~ 50 Hz 200-255 / 346-440 V ± 10 %

Motor version 60 Hz 200-277 / 346-480 V ± 10 %
kW 50 Hz 5,5 7,3

Motor rating 60 Hz 6,5 8,0
A 50 Hz 11,7 / 6,8 14,5 / 8,3

Current drawn 60 Hz      11,5 13,5
min

Speed
-1 50 Hz 1450

60 Hz 1740
dB(A) 50 Hz 69 70

Average noise level DIN45635 60 Hz 73 74
kg 50 Hz 174 180

Maximum weight 60 Hz 187 192
l 8 8

Oil capacity

V-VC 202-B I 303-B

오일 윤활 로터리 베인 진공 펌프의 유량 범위

는 200에서 360m3/h 이며, 최대 도달 압력은 

0.1mbar(abs.) 이다.

플랜지 모터, 사이드와 로터에 있는 베어링, 오

일/공기 열 교환. 미세 메쉬 필터, 진공체크 밸

브, 가스 밸러스트 밸브, 보호커버 및 오일 분리

기는 기본으로 장착된다. 로터, 하우징, 베인과 

같은 핵심 부품은 독일에서 제작 된다.

Oil flooded rotary vane vacuum pump with 

capacities ranging from 200 to 360m³/h and 

an ultimate vacuum of 0.1mbar (abs.).

Flange motor, bearings on both sides of the 

rotor, oil/air heat exchanger. Fitted as standard 

with fine mesh filter, vacuum non-return valve, 

gas ballast valve, protection cover and oil 

separator. Major components such as the 

rotor, housing,vane is made in Germany.
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50 Hz Selection diagram 60 Hz Selection diagram

303

202

303

202

Suction pressure in mbar (abs.) Suction pressure in mbar (abs.)

without gas ballast
with gas ballast

V-VC 202-B 303-B
m³/h 50 Hz 200 300

Nominal capacity 60 Hz 240 360
mbar (abs.) 0,1

Ultimate partial pressure
3~ 50 Hz 200-255 / 346-440 V ± 10 %

Motor version 60 Hz 200-277 / 346-480 V ± 10 %
kW 50 Hz 5,5 7,3

Motor rating 60 Hz 6,5 8,0
A 50 Hz 11,7 / 6,8 14,5 / 8,3

Current drawn 60 Hz      11,5 13,5
min

Speed
-1 50 Hz 1450

60 Hz 1740
dB(A) 50 Hz 69 70

Average noise level DIN45635 60 Hz 73 74
kg 50 Hz 174 180

Maximum weight 60 Hz 187 192
l 8 8

Oil capacity6



Accessories

V-VC 200-B 300-B
Non-return valve ZRK 50 (03) 50 (03)

Vacuum tight dust separator 216 (01) 216 (51)

Vacuum tight suction filter ZVF 50 (53) 50 (53)

Motor starter ZMS 50 Hz 160 / 100 160 / 100
60 Hz 160 / 100 160 / 100

Soft starter ZAD Sizes on request

Dimensions [mm]

V-VC 202-B 303-B
a 50 Hz 835 920
a1 60 Hz 920 920
a1 50 Hz 505 515

60 Hz 515 515

c 50 Hz 378 403
60 Hz 407 407

A Vacuum connection K Oil drain point

B Exhaust L Oil separator element

E Cooling air inlet M Oil type plate

F Cooling air outlet N Data plate

H Oil filling point O Direction of rotation

I Oil check U Gasballast Valve

* refers to suction conditions at inlet connection. Curves, table content (tolerance ±10 %)
according to PNEUROP standards and refer to vacuum pump at normal operating 
temperature. We reserve the right to alter technical information! The dimensions a, a1
and c and/or the current drawn can differ when compared with the data list, depending 
on the motor type. Water vapour tolerance, see leaflet I 200 (on request).

Accessories

V-VC 200-B 300-B
Non-return valve ZRK 50 (03) 50 (03)

Vacuum tight dust separator 216 (01) 216 (51)

Vacuum tight suction filter ZVF 50 (53) 50 (53)

Motor starter ZMS 50 Hz 160 / 100 160 / 100
60 Hz 160 / 100 160 / 100

Soft starter ZAD Sizes on request

Dimensions [mm]

V-VC 202-B 303-B
a 50 Hz 835 920
a1 60 Hz 920 920
a1 50 Hz 505 515

60 Hz 515 515

c 50 Hz 378 403
60 Hz 407 407

A Vacuum connection K Oil drain point

B Exhaust L Oil separator element

E Cooling air inlet M Oil type plate

F Cooling air outlet N Data plate

H Oil filling point O Direction of rotation

I Oil check U Gasballast Valve

* refers to suction conditions at inlet connection. Curves, table content (tolerance ±10 %)
according to PNEUROP standards and refer to vacuum pump at normal operating 
temperature. We reserve the right to alter technical information! The dimensions a, a1
and c and/or the current drawn can differ when compared with the data list, depending 
on the motor type. Water vapour tolerance, see leaflet I 200 (on request).

Accessories

V-VC 200-B 300-B
Non-return valve ZRK 50 (03) 50 (03)

Vacuum tight dust separator 216 (01) 216 (51)

Vacuum tight suction filter ZVF 50 (53) 50 (53)

Motor starter ZMS 50 Hz 160 / 100 160 / 100
60 Hz 160 / 100 160 / 100

Soft starter ZAD Sizes on request

Dimensions [mm]

V-VC 202-B 303-B
a 50 Hz 835 920
a1 60 Hz 920 920
a1 50 Hz 505 515

60 Hz 515 515

c 50 Hz 378 403
60 Hz 407 407

A Vacuum connection K Oil drain point

B Exhaust L Oil separator element

E Cooling air inlet M Oil type plate

F Cooling air outlet N Data plate

H Oil filling point O Direction of rotation

I Oil check U Gasballast Valve

* refers to suction conditions at inlet connection. Curves, table content (tolerance ±10 %)
according to PNEUROP standards and refer to vacuum pump at normal operating 
temperature. We reserve the right to alter technical information! The dimensions a, a1
and c and/or the current drawn can differ when compared with the data list, depending 
on the motor type. Water vapour tolerance, see leaflet I 200 (on request).
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* 흡입구에서 흡입하는 조건이다. 곡선, 테이블 내용(허용 오차±10%)은 PNEUROP 표준을 기준으로 정

상 작동 온도조건에서 테스트 하였다. 우리는 기술 정보를 변경 할 수 있는 권리가 있다. 모터의 종류에 

따라 데이터 목록과 비교할 때 a, p와 ø 및/또는 현재 도면은 달라 질 수 있다. 수증기 공차는 리플렛 

I200을 참조하여 주시기 바랍니다. (별도 요청)



V-VCS 200 I V-VCS 300

• 유량 :  200 ~ 360 m3/hr

• 표준플랜지 모터 장착

• 로터 양단 베어링 설치

• 이외에도 오일/에어 열교환기, 미세 메쉬

    필터, 진공체크밸브, 가스밸러스트밸브, 

    보호커버, 오일세퍼레이터 등은 기본 장착 

• Capacities ranging from 200 to 

    360 m3/hr,

• Fitted as standard with flange motor

• Bearings on both sides of the rotor

• Oil/air heat exchanger, fine mesh filter,

   vacuum non-return valve on suction 

   side, gas ballast valve, protection 

   cover and oil separator are standard

오일 윤활 
로터리 베인 
진공펌프

Rotary vane 
vacuum pumps, 
oil-flooded

기술자료•Technical data

모터•Motors

V-VCS 200 300
공칭용량

m3/h
50 Hz 200 300

Nominal suction capacity 60 Hz 240 360

최대진공도
mbar (abs.) 0.5

Ultimate vacuum (standard)

평균소음값 dB(A) 50 Hz 67 68

Average noise level ENISO 3744 60 Hz 71 72

최대무게
kg 100 100

max. Weight without motor

오일량
I 6 6,5

Oil capacity

3~모터 • 3~Motors

버전
Version

50 Hz 60 Hz
Bemerkungen Motor

Notes Motor
무게

Weight*
a*

KW V ± 10% min–1 A KW V ± 10% min–1 A Kg mm

MH 4,0 230/400 IE4 1465 13,4 / 7,73 - - - - UL (US), CSA, CC-Nr., EAC 65 973

GI 5,5 230/400 IE3 1465 19,7 / 11,3 6,5 265/460 IE3 1795 19,5 / 11,3 UL (US), CSA, CC-Nr., EAC 64 973

HI 5,5 400/690 IE3 1465 10,3 / 6,0 - - - - UL (US), CSA, CC-Nr., EAC 61 973

NI 5,5 400/690 IE4 1465 10,5 / 6,11 - - - - UL (US), CSA, CC-Nr., EAC 68 973

TI 5,5 200 I 400/690 IE3 1465 21,8 I 10,9 / 6,31 6,5 230/400 I 460 IE3 1795 21,2/12.2 I 10,6 UL (US), CSA, CC-Nr., EAC 68 973

GI 5,5 230/400 IE3 1465 17,9 / 10,3 - - - - UL (US), CSA, CC-Nr., EAC 62 973

NI 5,5 400/690 IE4 1465 10,5 / 6,11 - - - - UL (US), CSA, CC-Nr., EAC 68 973

HI 5,5 400/690 IE3 1465 10,3 / 6,0 - - - - UL (US), CSA, CC-Nr., EAC 61 973

HL 7,5 400/690 IE3 1465 14,4 / 8,36 9,0 - / 460 IE3 1760 - / 14,7 UL (US), CSA, CC-Nr., EAC 67 973

TL 7,5 200 I 400/690 IE3 1465 29,2 I 14,6 / 8,47 9,0 230/400 I 460 IE3 1760 29,3/16,9 I 14,7 UL (US), CSA, CC-Nr., EAC 68 973

m3/h * 흡입구 연결부의 흡입 조건을 참조하십시오             

특성곡선테이블은 PNEUROP규격(오차10%)에 따르며 진공펌프 일반운전온도(1bar(abs), 20C)의 자료입니다.

* 모터는 EN60034-1/-2/-30(IEC60034) 규정 및 Thermal 클래서 F에 의거 합니다. 

  모터 사이즈와 무게는 모터 type에 의해 변경 되어 질수 있습니다.
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Dimensions [mm]

A Vacuum connection

B Exhaust

E Cooling air entry

F Cooling air exit

H Oil filling point

I Oil check

K Oil drain point

L Oil separator element

M Oil type plate

N Data plate

O Direction of rotation

U Gas ballast valve

view
Z (1 : 5)

Accessory cover oil separator housing on request
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특성곡선  Characteristic curves   50 Hz                                 60 Hz

흡입압력  Suction pressure → mbar (abs.)

S
u
c
tio

n
 c

a
p
a
c
ity

 →
 m

3
/h

*
P
o
w

e
r 

c
o
n
su

m
p
tio

n
 a

t 
p
u
m

p
 s

h
a
ft
 →

 K
W

흡입압력  Suction pressure → mbar (abs.)

일반사항•General

replacement adapter for foot pdsition (VC 202 / 303)

오일세퍼레이터부분•Oil separator side (*Accessory cover required)

Pressure control

Level switch*

Temperature switch*

Hose connection

흡입부분•Suction side

Vacuum tight suction filter	 ZVF

External non return valve	 ZRK

Vacuum regulating valve	 ZRV

Dampness separator	 ZFF

Following accessories on request
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Accessories
ZVF – Vacuum tight suction fi lter

Vacuum tight suction filter complete with

.
paper filter cartridge fitted into a steel casing
for installation at the suction side of vacuum
pumps.

ZSO – Oil

Oils for vacuum pumps and compressors

.

specially formulated for use with our
products.
You can choose between five types of oil:

OMS – Oil Mist Separator

OMS(Exhaust Filters) is filtered gas and
lubricant vapor flowing in the vacuum pump,
It is mounted to the vacuum pump oil tank side

ZVF – Vacuum tight suction fi lter

Vacuum tight suction filter complete with

.
paper filter cartridge fitted into a steel casing
for installation at the suction side of vacuum
pumps.

ZSO – Oil

Oils for vacuum pumps and compressors

.

specially formulated for use with our
products.
You can choose between five types of oil:

OMS – Oil Mist Separator

OMS(Exhaust Filters) is filtered gas and
lubricant vapor flowing in the vacuum pump,
It is mounted to the vacuum pump oil tank side

ZVF – Vacuum tight suction fi lter

Vacuum tight suction filter complete with

.
paper filter cartridge fitted into a steel casing
for installation at the suction side of vacuum
pumps.

ZSO – Oil

Oils for vacuum pumps and compressors

.

specially formulated for use with our
products.
You can choose between five types of oil:

OMS – Oil Mist Separator

OMS(Exhaust Filters) is filtered gas and
lubricant vapor flowing in the vacuum pump,
It is mounted to the vacuum pump oil tank side

ZVF - Vacuum tight suction filter

ZSO - Oil

OMS - Oil Mist Separator

ZVF

Flow rate

m3/h* S T

Configuration with barrel nipple

(01) (02) (03) (04)

20 40 Rp ¾ R ¾ R ½ R ¾ R 1

32 100 Rp 1¼ R ¾ R 1 R 1¼ R 1½

40 200 Rp 1½ - R 1¼ R 1½ -

50 320 Rp 2 - - R 2 -

65 350 Rp 2½ R 2 R 2½ R 3 -

100 700 Rp 4 R 3 - - -

VC50-B VC75-B VC100-B VC150-B VC202-B VC303-B

OMS 731468 731468 731468 731468 731630 731630

Q′TY 3 3 4 4 5 5

MULTI-LUBE A MinMineral oil

SUPER-LUBE B Synthetic oil

ECO-LUBE C Synthetic oil for use In food processingl

OXY-LUBE D
Synthetic
Vacuum pump oil

GEAR-LUBE E Synthetic bearing And gear oil
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미국본사
세일즈/서비스 오피스
제조공장

www.irco.co.kr www.irco.com

잉가솔랜드코리아 I 가드너덴버코리아 I 한국콤푸에어

서울 마포구 월드컵북로56길12 트루텍빌딩 10층

Tel. 02-6016-0800 SVC. 1688-0824

잉가솔랜드/가드너덴버는 제품, 서비스, 솔루션 등을 제공하여 고객들의 에너지 효율과 생산성을 제고하여 줍니다. 

우리의 혁신적인 제품들에는 에어 컴프레셔, 진공펌프, 블로워, 에어 시스템 부품, 공구, 펌프, 자재와 유체 운송 시스템 등이 포함되어 있습니다. 

본 카다로그 제품에 관한 기술내용은 제품의 보증기간을 연장하는 의미가 아니므로 일체 보증사항들은 본 제품의 표준 계약서를 기준으로 합니다. 

판매 시 고객의 요구에 의해 관계되는 내용들을 제공하여 드릴 수는 있습니다. 제품 개선은 잉가솔랜드/가드너덴버의 지속적인 목표인 만큼 제품의 설계와 

규격의 변경은 제한을 받지 않습니다. 혹 설계와 규격상 변화가 있을 경우 따로 알려 드리지 않음을 인지 하시길 바랍니다.

우리는 더 나은 공급과 지원을 위하여 전 세계적으로 입지를 구축

하고 있습니다. 우리의 전문 서비스 직원은 고객의 언어로 대화가 

가능합니다. 


